
Conversion of above-seat-steer to under-seat-steer 
 

1. Remove the cables of front- and rear brakes and front-and rear derailleurs.  
 

    
 

    
 
 
 
 
2. Remove Ahead-cap from the headset. 
 

 



3. Remove the stem. 
 

 
 
 
 
 
 
 
 
4.Remove the front fork from the frame. 
 

 



5. Remove the lower headset ring from the front fork. 
 

 
 
 
 
 
 
 
6. Remove the mudguard. 
 

 
 



7. Mount the stainless steel USS-bracket ( AGP9-010 ). 

 
 
 
 
 
 
 
 
 
8. Press-fit the lower headset ring on the front fork. 
 

 



9. Lock the USS bracket with the mudguard-bolt. 
 

 
 
 
 
 
 
 
 
10. Mount the mudguard again.  
 

 



12.Mount the front fork againé. 
 

 
 
 
 
 
 
 
 
12éé.. using the adjustable Ahead clamp (AGP1-001). 
 

 



13. Set the tension on the headset: 
13a. Lock the top ring with the inner-hex bolt. 
13b. Rotate the lower ring clockwise to set the tension on the headset. 
13c. Lock the lower ring with the inner-hex bolt. 
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14a. Mount the Ahead-cap again, optionally using the cyclecomputer-bracket (AGP7-004). 
 

 
 
 
 
 
 
 
 
14b.Place the cyclecomputer-mount  (OP103-015). 
 

 



Mounting the USS steering-block 
 

The USS steering- block should be mounted with an M10x90 bolt.   
 Important;   

 This bolt should be inserted at least 45mm into the frame to avoid possible damage    
             to the frame in case the bike falls over sideways.  

 With older models it might be necessary to increase the length of the thread inside the 
frame! 

 Lock the bolt with Loctite 243. 

 
 
Fix the bolt with a torque of 60Nm. 

 



 
 
17. Mount the USS steering-rod. 
 

 
 

     
 

 
 
 
 
 
 


